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GLOBAL PAINT TEXTURE PAINT ROUGH LW 
EXCELLENT APPLICATION PROPERTIES|CAMOUFLAGES UNEVEN SPOTS |  

GOOD COVERAGE| EXCELLENT ELASTIC PROPERTIES 
 

SEVERAL STRUCTURE POSIBILITIES| WASHABLE 

 

 

 

 
 

 

 

 

 

 

 

 

PRODUCT INFORMATION 

Binder Acrylic dispersion 

Density 1.6 kg per liter 

Grain size 0.2mm diameter 

Spreading rate 3 – 6m² per liter depending on the thickness of the structure 

Shelf life 
12 months in unopened packaging; Keep cool and dry during 

storage 

  

 

APPLICATION DETAILS 

Application methods Brush; Bristle; Structure Roller; Putzmeister 

Drying properties  
Dust dry after approximately 2 hours 

Recoat able after approximately 4 hours 

Conditions during 

application 

Not to be applied in the full sun 

Stir thoroughly before use 

Thinner   Water 

Cleaning equipment Resistant against scrubbing and water rinsing 

 

SYSTEMS 

Pre-treatment • Surfaces must be clean, dry and grease free 

• If degreasing is necessary, use GLOBAL PAINT ALL CLEAN 

• Strong absorbent substrates are required to be pre-treated with 

GLOBAL PAINT WALLSEALER PRIMER or GLOBAL PAINT AQUAFIX 

• The lose abraded parts are required to be removed and primer sealed 

with GLOBAL PAINT WALLSEALER PRIMER 

After-treatment • The agent can be used for a wide variety of purposes, both for 

structural and relief surfaces 

• Apply the agent evenly, letting it dry for a short time 

• Afterwards roll the surface again for equally arrangement of the grains 

 

Use Indoor; Outdoor 

Gloss Flat 

Base  

Color Any color 

Sizes 1 Gallon; 5 Gallons 

Suitable 
Masonry; Plaster; Concrete; Hardboard; 

Cement; Et cetera 


