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POWER TROWEL FLEX-TEX 

DURABLE WALL & CEILING TEXTURED DECORATIVE & PROTECTIVE COATING 

CAMOUFLAGES UNEVEN SURFACES | FINISH HAS A UNIQUE AGGREGATE DESIGN | GOOD HIDING 

POWER |ELASTOMERIC COATING TO CAMOUFLAGE SMALL CRACKS | HARD WEARING CAPABILITIES 

 

 

 

 

 

 

 

 

Product information 

Binder Acrylic dispersion 

Density 1.0mm: 1.48 – 1.50 kg per liter 

1.7mm: 1.46 -1.52 kg per liter 

Spreading rate 1.0mm: 1.2 – 2.0 kg per square meter depending 

on the porosity and surface of the substrate 

1.7mm: 2.2 – 3.1 kg per square meter depending 

on the porosity and surface of the substrate 

Coats One  

Shelf life 

 

 

Elastomeric Properties 

36 months in unopened packaging; Keep cool and 

dry during storage 

 

1.7mm: >270º 

1.0mm: >270º 

 

Application details 

Application methods Apply with a steel trowel and finished with a 

plastic float. The steel is used to apply the thick 

paste onto the substrate. The plastic float is used 

to finish with a unique design. 

Drying properties Touch dry after 1 hr. Fully cured after 12 hrs. 

Conditions during application Apply in a shaded area. Not to be applied in 

direct sunlight. 

Finish The applier’s skill level technique and the 

substrate determines the desired style. Styles 

range from a flattish coating wall design to a rain 

drop finish. 

Use Indoor; Outdoor 

Gloss Flat 

Base Base P;  Base TR 

Color Selection of colors 

Sizes 5.4 kg; 27.0 kg 

Suitable Concrete; Masonry; Hardboard; 

Drywall; Brick Walls; Wood; 

Particle board 
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Thinner Stir thoroughly with drill and paint mixer. 0-15% 

Water. 

Cleaning equipment Clean tools immediately with lukewarm water 

 

Systems 

Pre-treatment  Surface must be clean and dry, if 

necessary, degrease with GLOBAL PAINT 

ALL CLEAN 

 Remove any salt corrosion on the 

masonry with a dry bristle 

 Strong absorbing substrates must be 

treated with GLOBAL PAINT AQUAFIX 

 In case of a smooth or strong absorbing 

substrates apply first with GLOBAL PAINT 

PLASTER PRIMER. 

 Removable accurately disruptions and 

powdering paint layers WARNING: the 

old paint layers are crucial for the 

bonding and durable result. 

 When applying on concrete remove the 

cement sludge skin first  

 


