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PRODUCT INFORMATION 

Binder Acrylic dispersion 

Density 1.5 kg per liter 

Spreading rate 
Approximately 8 – 10 m² per ¼ gallon depending on the porosity 

and surface of the substrate 

Shelf life 
12 months in unopened packaging; Keep cool and dry during 

storage 

 

APPLICATION DETAILS 

Application methods 
Brush; Roller; Airless spraying gun (pressure 200 bar, spraying 

nozzle 0.021 inch) 

Drying properties  
Dust dry after approximately 2 hour 

Recoat able after approximately 4 hours 

Conditions during 

application 
Not to be applied in the full sun 

Thinner   Water 

Cleaning equipment Clean immediately with soapy warm water  

 

SYSTEMS 

Pre-treatment  Surface must be clean and dry, if necessary degrease with KNV 

ALL CLEAN ALL PURPOSE CLEANER  

 Surface must be free of residue, dirt, dust and grease, cracks, 

mold and fungi 

 Constructional and structural cracks must be filled  

 Pre-treat the surface with KNV BUDGET WALLSEALER  

 When applying on concrete remove the cement sludge skin 

first  

 

 

 

Use Indoor 

Gloss Flat 

Base White 

Color White 

Sizes 5 Gallons 

Suitable 

Plasterwork; Cement; Brick; Concrete; 

Gypsum; Et cetera 

 

  


