
 

  

POWER COVER 
ULTRA FLAT WALL & CEILING PAINT | EXCELLENT HIDING POWER |  

SMOOTH FINISH 
 

LOW DRIP AND RUN| SOLVENT FREE 

 

 

 
 

 

 

 

 

 

 

 

PRODUCT INFORMATION 

Binder Acrylic co-polymer 

Density 1.55 kg per liter 

Spreading rate 
Approximately 8 – 10 m² per ¼ gallon depending on the porosity 

and surface of the substrate 

Shelf life 
12 months in unopened packaging; Keep cool and dry during 

storage 

 

APPLICATION DETAILS 

Application methods 
Brush; Roller; Spray; Airless spraying gun (pressure 200 bar, 

spraying nozzle 0.021 inch) 

Drying properties  
Dust dry after approximately 0,5 hour 

Recoat able after approximately 5 hours 

Conditions during 

application 
Not to be applied in the full sun 

Thinner   Water 

Cleaning equipment Clean with water 

 

SYSTEMS 

Pre-treatment  Surface must be dry, with good adhesive properties, absorbent, 

neutral and clean 

 Free of residue, dust, dirt and grease, cracks, mold and fungi 

Fill gaps and cracks with filler 

 Fix constructional and structural cracks with a crack-bridging 

repair kit 

 Use GLOBAL PAINT ALL CLEAN as a cleaner/degreaser 

 In case of strong absorbing or chalking substrates apply 

GLOBAL PAINT AQUAFIX first for optimal bonding strength 

Finish Once the surface preparation has completed apply within 24 hours at least two 

full coats of GLOBAL PAINT POWER COVER 

Allow adequate drying time between coats 

 

Use Indoor 

Gloss Flat 

Base White 

Color Super white 

Sizes ¼ Gallon; 1 Gallon; 5 Gallons 

Suitable 

Plaster; Ceiling; Cement; Brick walls; 

Plasterboard; Coats of paint; et cetera 

 


